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AS/400: Батарея в контроллере дисков

 Это описание для контроллера 5703

Характеристики

Модель 3HR-AAC

P/N 42R5070

Ёмкость 1100 mAh

Тип Ni-MH

Напряжение 3.6V

В качестве альтернативы можно использовать, например сборку GP-
T236  (130AAM3BMU)  с  доработкой  до  оригинальной  схемы  (всё
необходимое можно взять с старого оригинала)

оригинал
T236  (130AAM3BMU),  Аккумулятор  никель-металлгидридный  NiMH
1300mAh  (1шт)  3.6В,  GP  Batteries  |  купить  в  розницу  и  оптом

Схема
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- 1,2В + - 1,2В + - 1,2В +

Описание

За 90 дней до выхода батареи из строя в очередь системного оператора QSYSOPR посылается общее предупреждение
CPP8988 и сообщение с идентификатором CPPEA13

Отсутствие нормальной батареи кэша дискового  контроллер может сказаться  на  снижении скорости дисковых
операций

Срок эксплуатации батареи 1000 дней.

 Плановую  замену  батареи  нужно  производить  после  появления  общего  предупреждения  CPP8988  и
предупреждения об отключении батареи (CPPEA12)

CPPEA12
                     Дополнительная информация о сообщении
 ИД сообщения . . . . . :   CPPEA12       Серьезность  . . . . . :   99
 Тип сообщения  . . . . :   Информационное
 Сообщение . . . :   *Attention*  Contact your hardware service provider now.
 Cause . . . . . :   Internal analysis of an exception indicates that an I/O
   card is operating at a reduced performance level.
 Recovery  . . . :   It is recommended that you contact your hardware service
   provider to have the I/O card serviced to return the I/O card to a normal
   performance level.
     Report the problem to your hardware service provider.
 Technical description . . . . . . . . :   LIC Exception Analysis

Для детальной информации о батарее нужно запустить SST и выполнить Service Action Log Report:

1. Start a service tool

7. Hardware service manager

6. Work with service action log

CPPEA13
ИД сообщения . . . . . :   CPPEA13       Серьезность  . . . . . :   70
Тип сообщения  . . . . :   Информационное

Сообщение . . . :   *Attention*  Contact your hardware service provider.
Cause . . . . . :   Internal analysis of exception data indicates that
  hardware service is recommended to maintain system performance.
Recovery  . . . :   It is recommended that you contact your hardware service
  provider to have the cache battery pack of an I/O card replaced. Failure to

http://sysadminmosaic.ru/_detail/as_400/cache_battery_plug.jpg?id=as_400%3Acache_battery
http://sysadminmosaic.ru/as_400/sst
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  do so could result in reduced system performance.
    Press F14 and report the problem.
Technical description . . . . . . . . :   LIC Predictive Analysis

CPP8988
ИД сообщения . . . . . :   CPP8988       Серьезность  . . . . . :   90
Тип сообщения  . . . . :   Информационное

Сообщение . . . :   A critical system hardware problem has occurred. Critical
  Message Handler has been run.
Cause . . . . . :   See the Problem Log using WRKPRB command or the system
  operator messages using DSPMSG QSYSOPR command for more information on the
  problem.
Recovery  . . . :   A hardware replacement may be required. Contact your
  system administrator or hardware service provider now. Failure to take
  corrective action on this problem can result in unexpected system failure.
Technical description . . . . . . . . :   A critical problem has occurred on
  this system. This message is sent by Critical Message Handler code as a
  record to indicate the problem was recognized and attempts were made to post
  notification of the problem.

Информации о состоянии батареи

Для детальной информации о батарее нужно:

Запустить System Service Tools (STRSST)1.
Выполнить следующие действия:2.
Опция Название

1 Start a service tool

4 Display/Alter/Dump

1 Display/Alter storage

2 Licensed Internal Code (LIC) data

14 Advanced analysis
Выбрать опцию 1 для BATTERYINFO и нажать Enter3.
В строке команд ввести:4.

-INFO -ALL

и нажать Enter

Пример 1
Пример данных после предупреждения о замене но до возможности безопасной замены: Battery pack can be safely
replaced. . : No

     DISPLAY/ALTER/DUMP
Running macro:  BATTERYINFO -INFO -ALL
***BATTERY INFORMATION FOR RESOURCES THAT HAVE CACHE***:

Battery Life Information for Resource DC01
  Serial Number. . . . . . . . . . . . . : 0C-4082041
  IOA Type-Model . . . . . . . . . . . . : 5703-001
  Frame ID - Card Position . . . . . . . : 1   -C01
  Battery type . . . . . . . . . . . . . : Nickel Metal Hydride (NiMH)
  Battery State. . . . . . . . . . . . . : No battery warning/error was issued
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  Power on Time (days) . . . . . . . . . : 992
  Adjusted Power on Time (days). . . . . : 992
  Estimated time to warning (days) . . . : 11
  Estimated time to error   (days) . . . : 94
  Concurrently maintainable battery pack : No
  Battery pack can be safely replaced. . : No

Пример 2
Пример данных после предупреждения о замене но до предупреждения об отключении батареи: Battery pack can
be safely replaced. . : No

      DISPLAY/ALTER/DUMP
 Running macro:  BATTERYINFO -INFO -ALL
 ***BATTERY INFORMATION FOR RESOURCES THAT HAVE CACHE***:
 Battery Life Information for Resource DC01
   Serial Number. . . . . . . . . . . . . : 0C-4082041
   IOA Type-Model . . . . . . . . . . . . : 5703-001
   Frame ID - Card Position . . . . . . . : 1   -C01
   Battery type . . . . . . . . . . . . . : Nickel Metal Hydride (NiMH)
   Battery State. . . . . . . . . . . . . : A battery warning has been issued
   Power on Time (days) . . . . . . . . . : 1007
   Adjusted Power on Time (days). . . . . : 1007
   Estimated time to warning (days) . . . : 0
   Estimated time to error   (days) . . . : 79
   Concurrently maintainable battery pack : No
   Battery pack can be safely replaced. . : No

Пример 3
Пример данных после предупреждения об отключении батареи - теперь батарею можно безопасно заменить: Battery
pack can be safely replaced. . : Yes

     DISPLAY/ALTER/DUMP
Running macro:  BATTERYINFO -INFO -ALL
***BATTERY INFORMATION FOR RESOURCES THAT HAVE CACHE***:

Battery Life Information for Resource DC01
  Serial Number. . . . . . . . . . . . . : 0C-4082041
  IOA Type-Model . . . . . . . . . . . . : 5703-001
  Frame ID - Card Position . . . . . . . : 1   -C01
  Battery type . . . . . . . . . . . . . : Nickel Metal Hydride (NiMH)
  Battery State. . . . . . . . . . . . . : A battery error has been issued
  Power on Time (days) . . . . . . . . . : 1087
  Adjusted Power on Time (days). . . . . : 1087
  Estimated time to warning (days) . . . : 0
  Estimated time to error   (days) . . . : 0
  Concurrently maintainable battery pack : No
  Battery pack can be safely replaced. . : Yes

Пример 4
Пример данных после замены батареи: Battery State. . . . . . . . . . . . . : No battery warning/error was issued

Это нормальное состояние.

     DISPLAY/ALTER/DUMP
Running macro:  BATTERYINFO -INFO -ALL
***BATTERY INFORMATION FOR RESOURCES THAT HAVE CACHE***:
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Battery Life Information for Resource DC01
  Serial Number. . . . . . . . . . . . . : 0C-4082041
  IOA Type-Model . . . . . . . . . . . . : 5703-001
  Frame ID - Card Position . . . . . . . : 1   -C01
  Battery type . . . . . . . . . . . . . : Nickel Metal Hydride (NiMH)
  Battery State. . . . . . . . . . . . . : No battery warning/error was issued
  Power on Time (days) . . . . . . . . . : 0
  Adjusted Power on Time (days). . . . . : 0
  Estimated time to warning (days) . . . : 1003
  Estimated time to error   (days) . . . : 1087
  Concurrently maintainable battery pack : No
  Battery pack can be safely replaced. . : No

Замена батареи в контроллере дисков

Расположение батареи на карте:

Безопасная замена
Выполнить:

Выключение системы1.
Извлечь плату2.
Отсоединить кабель от разъёма на плате3.
Снять батарею путём сжатия защёлки на крышке (А)4.
Снять заглушку, которая соединяет батарею и карту.5.

 Необходимо,  что бы батарея была отключена от карты в течение по крайней мере 60 секунд,  прежде чем
подключать новую.
Это минимальное количество времени, необходимое чтобы карта узнала, что батарея была заменена.

Ссылки

Admin Alert: Checking Your iSeries Batteries

CACHE Battery on iSeries - AS/400 on v5r2 and Earlier

Type 2748, 2757, 2763, 2778, 2780, 2782, 5703, 5708 - Cache battery pack

Replacing the cache battery pack on type 2748, 2757, 2763, 2778, 2780, 2782, 5703, 5708, 5709, 571B, 571E,

http://sysadminmosaic.ru/_detail/as_400/rzar6581.gif?id=as_400%3Acache_battery
http://sysadminmosaic.ru/as_400/shutdown
http://www.itjungle.com/fhg/fhg060204-story04.html
http://www.midrangenews.com/view?id=1607
https://publib.boulder.ibm.com/iseries/v5r2/ic2924/index.htm?info/rzar5/rzar5bat2740.htm
https://www-01.ibm.com/support/knowledgecenter/POWER6/iphau_p5/rrcachebatpack.htm
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571F, 573D, 574F, 575B cards

POWER7 information>8202-E4B (IBM Power 720 Express)>Установка и настройка системы>PCI adapters>Managing PCI
adapters>Replacing SCSI RAID disk-controller cache battery packs

POWER7 information>8202-E4B (IBM Power 720 Express)>Установка и настройка системы>PCI adapters>Managing PCI
adapters>Replacing SCSI RAID disk-controller cache battery packs>Replacing the cache battery pack on the 571E, 574F,
2780, or 5708 adapters

https://www-01.ibm.com/support/knowledgecenter/POWER6/iphau_p5/rrcachebatpack.htm
https://www-01.ibm.com/support/knowledgecenter/POWER7/p7hcd/areb2battery.htm?cp=POWER7&lang=ru
https://www-01.ibm.com/support/knowledgecenter/POWER7/p7hcd/areb2battery.htm?cp=POWER7&lang=ru
https://www-01.ibm.com/support/knowledgecenter/POWER7/p7hcd/areb2battery.htm?cp=POWER7&lang=ru
https://www-01.ibm.com/support/knowledgecenter/POWER7/p7hcd/areb2battery.htm?cp=POWER7&lang=ru
https://www-01.ibm.com/support/knowledgecenter/POWER7/p7hcd/areb2changebatt2780.htm?cp=POWER7&lang=ru
https://www-01.ibm.com/support/knowledgecenter/POWER7/p7hcd/areb2changebatt2780.htm?cp=POWER7&lang=ru
https://www-01.ibm.com/support/knowledgecenter/POWER7/p7hcd/areb2changebatt2780.htm?cp=POWER7&lang=ru
https://www-01.ibm.com/support/knowledgecenter/POWER7/p7hcd/areb2changebatt2780.htm?cp=POWER7&lang=ru
https://www-01.ibm.com/support/knowledgecenter/POWER7/p7hcd/areb2changebatt2780.htm?cp=POWER7&lang=ru
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